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It is a well-known fact that the colors have a deep impact on humans at a psychological level. The industries need 
to take this fact very seriously and should emphasize on ensuring the best ways to enhance their quality of the 
products. The color measuring instrument offer one of the best ways to ensure that the products offered by the 
manufacturers comprise of best color consistency and quality. Testronix offers a high advanced precision color 
device that are best for testing the quality of colors of products, logos, and other printed materials. The instruments 
offered by Testronix are easily portable and handy and can be easily operated.
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SPECIFICATION

Thank you customers for choosing us as your partners in growth !

*All the above logos are the sole property of their respective owners and are used purely for depiction purposes only.

OUR OTHER PRODUCTS :-

FEATURES

• The illuminating or viewing geometry is 8/d.
• The measuring aperture is of 4 mm diameter.
• It has a photoelectric diode type sensor which is fabricated with silicone.
• The product supports dual locating including illuminating locating and cross locating.
• The instrument provides two end faces for the measurements

• The color space measured by the color measurement instrument is CIEXYZ, CIEL*a*b*C*h,CIEL*a*b*.
• The formula used to calculate the color difference is ?E*ab, ?E*C*h, ?L*a*b.
• The light source provided by the product is D65.
• The errors that are permissible between different instruments is less than or equal to 0.80ΔE*ab
• The product provides the storage capacity of 20000 samples in its memory.
• The dimensions of the device (L x W x H) are 205 mm × 70 mm × 80 mm.
• The lamp life of the product is 3 years.
• The miniature printer is also available as an optional accessory.

• Compressive force clamp with spring operated
• Feather touch controls
• Easy Data Management. User can create product 

identication, test details etc.
• Graph test report is Force Vs Time.
• 10 Sample test reports can be seen on one report
• Email facility of report
• Data can be tabulated in excel format
• Pass/Fail Criteria can be programmed
• Inbuilt hardware/software CD
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