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Colours have an application in all industries and hence the manufacturers industries focus on the quality and 
consistency of the colour of the products manufactured by them. The colour of the product needs to have a 
perfect shade and intensity and must match industry standards. Manufacturers must also ensure that they 
maintain the same consistency in all batches of materials produced by them. Hence there is an urgent need to test 
and match the colour of their products.

The testronix colour matching cabinet comes with different light sources that simulate the various lighting condition 
during the usage of a products. All these light sources simulate the actual ambient lighting in different conditions 
and hence help in testing of the colour quality of the products.

Standards: ISO 3664, BS 950, ASTM D 1729, DIN 6173

Time Totalizer 45 Sample
Viewing Booth

Easy to
clamp of sample

Load Cell

CO-EFFICIENT OF FRICTION TESTER COMPUTERISED
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D – 65 – Artificial daylight

TFL Light-Tungsten Filament

TL – Light-Point of Sale

UVB Light-Ultra Violet

CWF Light-Cool white fluorescent

Accuracy

Least Count/Resolution

Angle of viewing booth 

Viewing Booth Material

Time Totaliser

Viewing area

 

2 Nos.

4 Nos.

1No.

1 No.

1 No.

± 0.2%

1/10h

45 degree

Wood or Steel

upto 10000 hours

L 675 x W 455 x H 400 mm

 

Thank you customers for choosing us as your partners in growth !

*All the above logos are the sole property of their respective owners and are used purely for depiction purposes only.

OUR OTHER PRODUCTS :-

• Standardized and controlled lightening conditions.
• Wide Viewing Area
• High Quality Light sources used.

• Compressive force clamp with spring operated
• Feather touch controls
• Easy Data Management. User can create product 

identication, test details etc.
• Graph test report is Force Vs Time.
• 10 Sample test reports can be seen on one report
• Email facility of report
• Data can be tabulated in excel format
• Pass/Fail Criteria can be programmed
• Inbuilt hardware/software CDThe equipment is tted with FIVE Light Sources as per CIE International Standards:

Bursting Strength Tester Tensile Tester Digital Drop Tester Cobb Sizing Tester GSM KitBox Compression Tester


	Page 1
	Page 2

